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Inductance :   L3-1=  1.15 mH ±10%        @1.0KHz  0.1V.

Hi-Pot ： Pri-Sec    3600VAC/3mA/2Seconds

Core: EF25-P3.
Wire: 2UEW-F/155°C.

Bobbin

Top side Pins side

Turns Ratio:   3-1:5-4:6,7,-9,10 =80:8:8±2%.

DC.Resistance : 3-1 =  1.08 Ω  Max.

Bobbin: EF-2514/Phenolic.

Tape: JY25-A1/130°C&WF310-65g.

Remark:

2. Fixed core with 2Ts tape.
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N1(3-2):   34Ts/0.30mm*1P 2UEW-F

9,10

N2

5-4 =  120.0 mΩ  Max.

2
N2(6,7-9,10): 8Ts/0.30mm*8P 2UEW-F

CNC Tool
Clockwise

1.Pins#2 cut off 2/3;

Pri&Sec-core    1800VAC/3mA/2Seconds

N1

Tube:  TFL.
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N4

6,7

N3(5-4):    8Ts/0.30mm*1P 2UEW-F
N4(2-1):    46Ts/0.30mm*1P 2UEW-F

6,7,-9,10 =  15.0 mΩ  Max.

Teflon tube

Varnish:  T4260GK.

 Tape 2Ts
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Leakage inductance :   L3-1=  18uH Max(Short other pins)    @100KHz  0.1V
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 Tape 3Ts

 Tape 3Ts

 Tape 2Ts

 Tape 2Ts

1.1 Pins长由4mm改为6mm。 Anson 2016.09.07
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1. 采用透明底黑字标签或喷码.
2. 字体为Arial, 字体高度1.5mm。LOGO高度3.5mm。

3. 字迹清晰不模糊,不易掉.
4. 边框不印出来，它只代表尺寸范围。  YY  WW
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gap coreno gap core
2.5mm Margins

1.2 FAEFD25-55101更改为FAE25-55199(更改骨架）。 Anson 2019.06.22
1.3 5-4绕组由9Ts更改为8Ts。 Anson 2019.07.01

nilkina.vv
Выделение


